
I N D U S T R I A L V A L V E S

PT. VICTORINDO PRATAMA MANDIRI

www.victorindogroup.com

Page 1

Figure
VG-BV10

DN 15 – 250
JIS10K
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TWO PIECE BODY BALL VALVE

Ball valve two piece body designed to allow maintenance on all internal parts mainly for
low pressure and temperature. This two piece ball valve can be installed in vertical and horizontal
positions on the piping system and usually used in Palm Oil and Refinery Plant, Water and Sewerage
Industries.

 AVAILABLE FEATURES

 Floating or trunnion mounted Ball
 End connection : Flange Ends
 Full Bore valves
 Sealing of the stem
 Fire safe (EN ISO 10497)
 Anti-static protection (EN 1983 ; API Speck6D)
 Anti blow system protecting the stem against blowing out
 Standard sealing of the ball
 ISO standard connecting plate
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TWO PIECE BODY BALL VALVE

 APPLICATION

Suitable for water, oil, air and non abrasive media.

 DESCRIPTION
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PT. VICTORINDO PRATAMA MANDIRI
JL. Pulau Bunaken No. A3
Kawasan Industri Medan III (KIM-3)
Medan, North Sumatera
Indonesia - 20242

Phone : (+6261) 88809911
Fax : (+6261) 88809996
Email : medan@victorindogroup.com
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