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WAGI PREMIER®

WAGI PREMIER
Model :

Class 150 : GBV-150
Class 300 : GBV-300
Class 600 : GBV-600
Class 1500 : GBV-1500

The Features of Globe valve
Bolted Bonnet; Outside Screw and Yoke; Rising stem; Metallic seating surfaces.

Body and Bonnet Connection
The body and bonnet of class150 globe valves are usually connected with studs and nuts; and the body
and bonnet of class 1500 - 2500 gate valves are usually of pressurized seal design.

Gasket of Cover Flange
Carbon Steel or Stainless steel + Flexible graphite wounded gasket is used for class 150 and class 300
globe valve; stainless steel + flexible graphite wounded gasket is used for class 600, and ring joint gasket
is also optional for class 600 globe valve; ring joint gasket is used for class 900 globe valve; pressurized
seal design is used for class1500 - 2500 globe valve.

Actuation
Hand wheel, impact hand wheel and Gearbox is usually for globe valve actuation. Chain wheel and
electric actuator can be also used for globe valve actuation if being requested by the customers.

Seat
For Carbon steel globe valve, the seat is usually forged steel. The sealing surface of the seat is spray
welded with hard alloy specified by customer. The seat have two type : Welded on seat and integral seal,
For stainless steel globe valve integral seat is usually adopted, or to weld hard alloy directly integrally. If
the customer have any other request about the seat, please kindly advise before placing the order.
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WAGI PREMIER®

STANDARD MATERIAL To API 600
Trim
Code

Seat Ring
Surface
Parts No. 2

Wedge
Surface
Parts No. 3

Stem
Parts No.
4

Backseat
Parts No.
9

1 F6 F6 F6 F6
2 F304 F304 F304 F304
5 Stellite Stellite F6 F6
8 Stellite F6 F6 F6
9 Monel Monel Monel Monel
10 F316 F316 F316 F316
13 Alloy 20 Alloy 20 Alloy 20 Alloy 20
Note : usually, trim2 and trim 10 are not adopted because the sealing face
would be destroyed easily.

Standard Material Specifications
Parts Name Carbon Steel to

ASTM Alloy Steel to ASTM Stainless Steel to ASTM

1 Body A216
WCB

A352
LCB

A217
WC1

A217
WC6

A217
WC9

A217
C5

A351
CF8

A351
CF8M

A351
CF3

A351
CF3M

8 Bonnet A216
WCB

A352
LCB

A217
WC1

A217
WC6

A217
WC9

A217
C5

A351
CF8

A351
CF8M

A351
CF3

A351
CF3M

6 Bolt A193
B7

A320
L7

A193
B7

A193
B16

A193
B16

A193
B16

A193
B8

A193
B8

A193
B8

A193
B8

5 Nuts A194
2H

A194
4

A194
2H

A194
4

A194
4

A194
4

A194
8

A194
8

A194
8

A194
8

11 Gland A182
F6a

A182
F6a

A182
F6a

A182
F6a

A182
F6a

A182
F6a

A182
F304

A182
F316

A182
F304L

A182
F316L

12 Gland
Flange

A216
WCB

A352
LCB

A217
WC1

A217
WC6

A217
WC9

A217
C5

A351
CF8

A351
CF8M

A351
CF3

A351
CF3M

2 Disc A216
WCB

A352
LCB

A217
WC1

A217
WC6

A217
WC9

A217
C5

A351
CF8

A351
CF8M

A351
CF3

A351
CF3M

7 Gasket SS Spiral wound W/graphite, or SS Spiral wound w/PTFE, or Reinforced PTFE
10 Packing Braided graphite, or Die-formed graphite ring or PTFE
13 Stem Nut Copper Alloy or A439 D2
14 Handwheel Ductile Iron or Carbon Steel
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WAGI PREMIER®

Model : GBV-150
Class 150

Noted :
We may provide other different actuators according to the customer request, such as pneumatic, electric, hydraulic
actuators, the details of them according to the actual valve working condition.
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WAGI PREMIER®

Model : GBV-300
Class 300

Noted :
We may provide other different actuators according to the customer request, such as pneumatic, electric, hydraulic
actuators, the details of them according to the actual valve working condition.
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WAGI PREMIER®

Model : GBV-600 & GBV-1500
Class 600 & Class 1500

Noted :
We may provide other different actuators according to the customer request, such as pneumatic, electric, hydraulic
actuators, the details of them according to the actual valve working condition.
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